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• fudge-4.0 Warnings:

1. FIXME: Another genuine fudge bug!
(Error # 2): Fudge check bug

FAILURE: ENDF EVALUATION CHECKING HALTED BECAUSE ’database’ object has no attribute ’check’’database’ object has

2. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 1 (n[multiplicity:’energyDependent’, emissionMode:’prompt’] + n[emissionMode:’1
delayed’] + gamma [total fission] [nubar]): / Form ’eval’: (Error # 0): Condition num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

3. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 3 (total): / Form ’eval’: / Component 0 (Error # 0): Condition num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

4. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 3 (total): / Form ’eval’: / Component 1 (Error # 0): Condition num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

5. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 4 (n + Np234): / Form ’eval’: / Component 0 (Error # 0): Condition num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

6. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 4 (n + Np234): / Form ’eval’: / Component 1 (Error # 0): Condition num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

7. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 8 (n[multiplicity:’energyDependent’, emissionMode:’prompt’] + n[emissionMode:’1
delayed’] + gamma [total fission]): / Form ’eval’: / Component 0 (Error # 0): Condi-
tion num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

8. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 8 (n[multiplicity:’energyDependent’, emissionMode:’prompt’] + n[emissionMode:’1
delayed’] + gamma [total fission]): / Form ’eval’: / Component 1 (Error # 0): Condi-
tion num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small
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9. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 9 (n + (Np234 e1 ->Np234 + gamma)): / Form ’eval’: (Error # 0): Condition
num.

WARNING: Ratio of smallest/largest eigenvalue (6.869329e-09) is too small

10. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 10 (n + (Np234 e2 ->Np234 + gamma)): / Form ’eval’: (Error # 0): Condi-
tion num.

WARNING: Ratio of smallest/largest eigenvalue (6.774378e-09) is too small

11. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 11 (n + (Np234 e3 ->Np234 + gamma)): / Form ’eval’: (Error # 0): Condi-
tion num.

WARNING: Ratio of smallest/largest eigenvalue (3.735537e-09) is too small

12. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 12 (n + (Np234 e4 ->Np234 + gamma)): / Form ’eval’: (Error # 0): Condi-
tion num.

WARNING: Ratio of smallest/largest eigenvalue (5.970693e-09) is too small

13. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 13 (n + (Np234 c ->Np234 + gamma)): / Form ’eval’: (Error # 0): Condition
num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

14. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 14 (Np235 + gamma): / Form ’eval’: / Component 0 (Error # 0): Condition
num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

15. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 14 (Np235 + gamma): / Form ’eval’: / Component 1 (Error # 0): Condition
num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

16. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 15 (n + Np234 [angular distribution]): / Form ’eval’: (Error # 1): Condition
num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small
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17. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 16 (n[multiplicity:’energyDependent’, emissionMode:’prompt’] + n[emissionMode:’1
delayed’] + gamma [total fission] [spectrum]): / Form ’eval’: (Error # 0): Condition
num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

18. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 17 (n[multiplicity:’energyDependent’, emissionMode:’prompt’] + n[emissionMode:’1
delayed’] + gamma [total fission] [spectrum]): / Form ’eval’: (Error # 0): Condition
num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

19. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 18 (n[multiplicity:’energyDependent’, emissionMode:’prompt’] + n[emissionMode:’1
delayed’] + gamma [total fission] [spectrum]): / Form ’eval’: (Error # 0): Condition
num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

20. The ratio of smallest/largest eigenvalue is quite small, possibly leading to numerical in-
stability in downstream codes.
Section 19 (n[multiplicity:’energyDependent’, emissionMode:’prompt’] + n[emissionMode:’1
delayed’] + gamma [total fission] [spectrum]): / Form ’eval’: (Error # 0): Condition
num.

WARNING: Ratio of smallest/largest eigenvalue (0.000000e+00) is too small

• fudge-4.0 Errors:

1. Exception AttributeError was thrown
FAILURE: ENDF EVALUATION CHECKING HALTED BECAUSE ’database’ object
has no attribute ’check”database’ object has no attribute ’check’ (Error # 1): Attribu-
teError

AttributeError: ’database’ object has no attribute ’check’

2. A covariance matrix was not positive semi-definite, so it has negative eigenvalues.
Section 15 (n + Np234 [angular distribution]): / Form ’eval’: / LegendreLValue L=1 vs
1 (Error # 0): Bad evs

WARNING: 11 negative eigenvalues! Worst case = -3.744669e-05

• njoy2012 Warnings:

1. Evaluation has no resonance parameters given
unresr...calculation of unresolved resonance cross sections (0): No RR

---message from unresr---mat 9337 has no resonance parameters

copy as is to nout
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2. In some evaluations, the partial fission reactions MT=19, 20, 21, and 38 are given in
File 3, but no corresponding distributions are given. In these cases, it is assumed that
MT=18 should be used for the fission neutron distributions.
heatr...prompt kerma (0): HEATR/hinit (3)

---message from hinit---mt19 has no spectrum

mt18 spectrum will be used.

3. Recoil is not given, so one-particle recoil approximation used.
heatr...prompt kerma (1): HEATR/hinit (4)

---message from hinit---mf6, mt 16 does not give recoil za= 93233

one-particle recoil approx. used.

4. Recoil is not given, so one-particle recoil approximation used.
heatr...prompt kerma (2): HEATR/hinit (4)

---message from hinit---mf6, mt 17 does not give recoil za= 93232

one-particle recoil approx. used.

5. Recoil is not given, so one-particle recoil approximation used.
heatr...prompt kerma (3): HEATR/hinit (4)

---message from hinit---mf6, mt 51 does not give recoil za= 93234

one-particle recoil approx. used.

6. Recoil is not given, so one-particle recoil approximation used.
heatr...prompt kerma (4): HEATR/hinit (4)

---message from hinit---mf6, mt 52 does not give recoil za= 93234

one-particle recoil approx. used.

7. Recoil is not given, so one-particle recoil approximation used.
heatr...prompt kerma (5): HEATR/hinit (4)

---message from hinit---mf6, mt 53 does not give recoil za= 93234

one-particle recoil approx. used.

8. Recoil is not given, so one-particle recoil approximation used.
heatr...prompt kerma (6): HEATR/hinit (4)

---message from hinit---mf6, mt 54 does not give recoil za= 93234

one-particle recoil approx. used.

9. Recoil is not given, so one-particle recoil approximation used.
heatr...prompt kerma (7): HEATR/hinit (4)

---message from hinit---mf6, mt 91 does not give recoil za= 93234

one-particle recoil approx. used.

10. Recoil is not given, so one-particle recoil approximation used.
heatr...prompt kerma (8): HEATR/hinit (4)

---message from hinit---mf6, mt102 does not give recoil za= 93235

photon momentum recoil used.
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11. There is a problem with the fission energy release.
heatr...prompt kerma (21): HEATR/nheat (3)

---message from nheat---changed q from 1.914031E+08 to 1.865737E+08

for mt 18

12. Evaluation has no resonance parameters given
purr...probabalistic unresolved calculation (0): No RR

---message from purr---mat 9337 has no resonance parameters

copy as is to nout

13. Coefficient mismatch of some sort
covr...process covariance data (1): COVR/matshd (2)

---message from matshd---processing of mat/mt 9337/ 17 vs. mat1/mt1 9337/ 17

largest coefficient= 5.30218E+00 at index 567 571

14. The number of coefficients is too big.
covr...process covariance data (2): COVR/matshd (3)

---message from matshd--- 2 coefficients > 1

reset and continue.

15. The number of coefficients is too big.
covr...process covariance data (3): COVR/matshd (3)

---message from matshd--- 96 coefficients > 2

reset and continue
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